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Calaveras County Water District 
Copper Cove, California 

Bidding Documents 
Lake Tulloch Intertie Project 

ADDENDUM NO. 1 
Issued June 24, 2026 

 
The Drawings and Project Manual including Specifications are modified as follows. 
Addendum No. 1 forms a part of the Contract Documents and modifies the original 
documents dated May 2026. 
 
This Addendum consists of four (4) pages and three (3) attachments: 

• Attachment A: Pre-Bid Meeting Sign-in Sheet 

• Attachment B: Updated plan sheets 

• Attachment C: Updated Bid Form 
 
Bidder’s Note: Bidder shall acknowledge receipt and examination of this addendum on 
the Bid form and attach a signed copy to the Bid, both as required by the Sealed 
Proposal. 
 
Contract Documents – Specifications Change: 
 

1) Revise Section 00 02 00: Instructions to Bidders, as follows: 
7.01 All questions about the meaning or intent of the Bidding Documents are to be 
submitted to Engineer in writing.  Interpretations or clarifications considered 
necessary by Engineer in response to such questions will be issued by Addenda 
mailed or delivered to all parties recorded by Engineer as having received the 
Bidding Documents.  Questions received less than five days prior to the date for 
opening of Bids after June 26, 2026 at 2pm may not be answered.  Only questions 
answered by Addenda will be binding.  Oral and other interpretations or 
clarifications will be without legal  
effect. 
 

2) Revise Section 01 33 00: Submittal Procedures, as follows: 
 
A. The project team will use and maintain a web-based database as the primary 
means of communication related to the Project’s correspondence, submittals, 
requests for information (RFIs), advisory notices, and non-compliance issues. 
Correspondence from the Contractor shall be sent to the Construction Manager 
via the District's web-based database. 

1. The Contractor shall use CIPO Cloud to submit and process all 
RFIs, submittals, change requests, schedules, and progress payment 
applications electronically. 
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3) Replace Section 00 04 10: Bid Form with Bid Form provided in Attachment C 
 

 
Responses to Bidder Questions: 
 
Question #1: CCWD Trench Section Detail G05 as shown on C18 (Sheet 20), 
shows the minimum cover to be 36” below subgrade. Typical profile drawings 
throughout the plans indicate 36” Minimum Cover below existing grade, in most 
cases, this is to be below existing pavement. Please clarify which condition 
governs: 

- 36 inches below subgrade, or 
- 36 inches below existing grade (pavement) 

Response #1:  The installed pipe shall be 36-inches below finished grade per the 
profiles on project plan sheets which govern per Note 8 on the standard detail.   
 
Question #2: Is there an engineer estimate for the total cost of the project? 
Response #2:  The engineer’s estimate is $7,894,000. 
 
Question #3: Is there a groundwater and rock clause in the specifications? 
Response #3: Hard rock and shallow groundwater is expected to be encountered and 
should be considered in the bid pricing. For District projects, no extra payment will be 
given for rock excavation, regardless of the method used. It is assumed that rock will be 
encountered in the Foothills, and it is the responsibility of the Contractor to include 
those costs appropriately. 
 
Question #4: Do the tonnage quantities on the bid schedule reflect pavement 
replacement in the sliver between the proposed trench and the edge of 
pavement? 
Response #4: The tonnage quantities for pavement replacement within the sliver area 
between the proposed trench and the edge of pavement have been revised in the 
trench paving bid item. Please see updated Bid Form in Attachment C.  
 
Question #5: Has potholing already been completed? Is potholing included in the 
bid schedule? 
Response #5: Potholing was performed during design to identify potential utility 
conflicts. The potholing results can be found on Sheet G02 of the project plans.  Please 
note, the Contractor is required to pothole all tie-in locations. Any additional potholing 
required will be paid under Bid Item No.1 – Mobilization/Demobilization.  
 
Question #6: Is AC curb repair included in the tonnage shown on the bid 
schedule? 
Response #6: The Contractor shall be responsible for replacing any AC curb damaged 
during construction. The applicable tonnage quantities are included in the trench paving 
bid item. Please see updated Bid Form in Attachment C. 
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Question #7: Will the full road width need to be microsurfaced? 
Response #7:  Microsurfacing will be required for the full width of the road within the 
County ROW.  Conner Estates Drive and Sanguinetti Drive are outside of the County 
ROW and will only require trench paving.  
 
Question #8: Will thermal plastic striping be required? 
Response #8: Thermal plastic striping will be required for all pavement markings. This 
has been added as a separate bid item for clarity. Please see updated Bid Form in 
Attachment C. 
 
Question #9: What are the working hours? 
Response #9: Working hours for this Project shall be from 7:00 a.m. to 6:00 p.m. The 
Contractor shall not perform Work on holidays recognized by Calaveras County. Traffic 
control restrictions may also apply on the day before and/or the day after holiday 
weekends. Changeable message signs shall be provided as part of the traffic control 
requirements as per Note 8 on Sheet T01 of the project plans.  
 
Question #10: What is the performance bond amount? 
Response #10: Per Specification Section 01 14 00, 1.03, B, “As part of the process for 
obtaining the final Calaveras County Encroachment Permit, The Contractor is 
responsible for procuring the Calaveras County Performance Bond as described 
and required by the Calaveras County Encroachment Permit.” The amount of the bond 
is based off a completed Restoration Estimate with the County which is estimated to 
total $5,000,000.  
 
Question #11: Where are the staging/spoils sites? 
Response #11: Per Sheet C01 of the project plans, a staging area is provided on the 
Copper Cover Water Treatment Plant (WTP) site.  The Contractor is responsible for any 
additional staging area(s)/spoils sites. Access and material deliveries to the WTP 
staging area shall be coordinated with District staff.  
 
Question #12: Will the ductile iron pipe require cathodic protection? 
Response #12: Cathodic protection shall be provided by V-Bio Enhanced Polyethylene 
Encasement; no supplemental cathodic protection system is required. 
 
Question #13:  Is tracer wire required if it’s ductile iron pipe? 
Response #13: Yes, tracer wire is required per Detail 3, Sheet C18. 
 
Question #14: On plan sheet C21 (see attached) and in the bid item descriptions 
there is a reference to a flow meter required at the PRV station. However, there is 
nothing shown on the pipe schematic or the items description table on the right-
hand side of this sheet showing this meter. Please clarify. 
Response #14: Provide and install two (2) XP2F-CV35 Cla-Val battery-powered flow 
meters: one on the main PRV and one on the bypass PRV, in accordance with 
Specification Section 33 14 19.02, 2.01.F.1. 
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Question #15: Just confirming that this opportunity is indeed a Bid and not an 
"RFP" (Request for Proposal), as advertised for this solicitation. If this solicitation 
is requesting for proposals, can the District please upload a copy of the RFP for 
consultants to review? 
Response #15: This solicitation is for a Bid, not an RFP. The deadline for questions is 
6/26 at 2pm. Bidders can register on Public Purchase if they want to be added to the 
Plan Holders list.  
 
Question #16: Can storm drains be cut and coupled back together where water 
main is below the culvert?  
Response #16: Storm drains shall not be cut and coupled. The Contractor shall protect 
all storm drain facilities in place during construction. Where the proposed water pipe 
crosses beneath an existing storm drain pipe or culvert, slurry backfill shall be placed 
between the proposed water pipe and the existing facility. 
 
Question #17: The Project Specifications require all fittings and joints be  
restrained, will concrete kickers also be required? 
Response #17: Yes. Thrust blocks are required at existing pipeline to new pipeline tie-
in connections.  
 
Question #18: What are the trench backfill requirements? 
Response #18: All backfill must be Class 2 Aggregate Base, compacted to 95% per 
Calaveras County Trench Restoration Detail. 
 
Question #19:  Where are pavement striping and markings paid for? 
Response #19:  Pavement striping and markings have been separated from Bid Item 
No. 5 –  Roadway Pavement Replacement (Trench), and inserted into the Bid Schedule 
as Bid Item No. 7 – Pavement Striping and Markings. Please see updated Bid Form in 
Attachment C. 
 
 
 
By: ________________________________ 
 Kevin Williams 
 District Engineer, Calaveras County Water District 
 
ACKNOWLEDGMENT BY BIDDER, 
 
By: ________________________________ 
 
Title: ________________________________ 
 

(NOTE – Bidders are hereby advised that they also need to sign their 
acknowledgement of this Addendum on their Bid Schedule.) 

 
-END OF ADDENDUM NO. 1 
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